THERMOPLASTIC EXIT SIGN
ALS-MJ-30

The ALS-MJ-30 and the remote control EZXTEU2RWEM-RC series

LED exit sign combines an attractive, easy-to-install, compact, contem-

porary design with proven, reliable electronics to provide the very best

in energy-efficient emergency lighting. These units are completely

self-contained, featuring a universal mounting canopy and are standard

with universal single / double sided faces. - -
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PRODUCT FEATURES

- Ultra bright, energy efficient, long life Red LED’s - Internal solid-state transfer switch automatically

- Dual 120/277 voltage connects the internal battery to LED board for minimum
- Charge rate/power “ON” LED indicator light and 90-minute emergency illumination o
push-to-test switch for mandated code compliance testing - Fully automatic solid-state, two rate charger initiates

- 1.2V 700 mAh long life, maintenance-free, rechargeable battery charging to recharge a discharged battery in 24
NiCd battery hours

WARRANTY / LISTING MOUNTING

- Five year warranty on all electronics and housing. - Universal J-box mounting system

Two year warranty on battery

- Meets UL924, NFPA 101 Life Safety Code, NEC,
OSHA, Local and State Codes

- UL Listed for damp locations (32°F — 104°F)

DIMENSIONS HOUSING
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PRODUCT SPECIFICATIONS
PART # No of faces Letter Color Housing Color Battery Feature
ALS-MJ-30 2 Double face R Red W White EM  Backup
ALS-MJ-30-GRN 2 Double face G Green W White EM  Backup

EZXTEU2RWEM-RC 2 Double face R Red w White EM  Backup Remote control

Specifications subject to change without notice Alliance LED Solution - 1309 Coffeen Ave - Suite 1200 - Sheridan, WY 82801
manager@allianceledsolution.com - 972-555-1212 - allianceledsolution.com



